
STUDIO 1 & 2 overview
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STUDIO 2 overview
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STUDIO 2 overview
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STUDIO2 technical data

Luchthavenlaan 22 - B-1800 Vilvoorde
+32 2 254 48 11 - www.videohouse.be T E L E V I S I O N  F A C I L I T I E S

STUDIO FLOOR
surface area:   30.00 m x 28.60 m (737.00 m2)
in 2 sections:   15.3 m x 23 m and 13.30 m x 23 m
The floor is made of polished concrete.

LIGHTING 
Lighting control system
ADB lighting control system type PHOENIX2 1024 channels with ISIS software
dimmer units MEMORACK 180
10 dimmers of 12 x 3 kW type MEMORACK30

cyclorama brackets:      1 kW  x 8
studio floodlights with Fresnel lens:   500/1/2 kW x 16/40/45
softlight flat light arm with ind sym refl 2 lin halog:  2.5 kW  x 10
profile floodlight 13°– 36°/ 38°– 57°:    2/1.2 kW x 2/10
FLOORCAN:       1kW  x 10

CYCLORAMAS AND SCREENS
the following screens are provided:

1 fireproof neutral black cyclorama: 40 m 
black velvet stage screens, min. reflection, max. absorption, 1/1 studio


