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MONITORS

Production front: 32x Penta HD2 Line Pro PDP 17W IPS
     7x Penta HD2 Line Pro PDP 24W
VTR front:   6x Penta HD2 Line Pro PDP 17W
Audio:    3x Sony TFT LMD-172
Vision:    4x Barco RHDM 17 
     8x Penta HD2 Line Pro PDP 17W IPS
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technical data

DIMENSIONS

·  length with tractor:   16,50 meter 
·  length without tractor:  13,60 meter 
·  height:    4,0 meter 
·  width:    2,50 meter 
·  width when expanded:  4,20 meter 
·  weight:    25 tons
 

POWER
 
·  requirements:   100 Amps / 3 phase + N / 50 Hz
·  voltage:    380/400 Volt 
·  connector type:   125A CEE form 50 meter 
    powercable on board

CAMERAS
 
maximum of 24 HD/SD cameras

·  HD cameras:    Thomson LDK 6000/8000 MKII Worldcam 
·  HD highspeed cameras:  Thomson LDK 8300 Super Slomo 
·  HD/SD lenses:   Canon 9X, 11x, 17x 21x, 55x, 72x, 86x 

 

VISION MIXER
 
·  HD/SD vision mixer:   Thomson kayak 4ME
     96 inputs / 48 outputs
        2 chroma keys / 6x extended RAM
        4 eDPM’s with kurl and spectra options
    1 eDPM / ME

VIDEO MATRIX 

·  SD/HD Thomson Trinix 256x256 ( FULL HD)
all router and tally controlled  by broadcast solution 
virtual studio manager with LCD panels and touchscreens

VIDEO RECORD/REPLAY
 
·  maximum positions:   10x VTR and 8x LSM positions 
·  HD/SD Type VTR/VDR:  Sony HDCAM HDW-M2000P/500 
        Sony HDCAM SR 
        Sony XDCAM HD
    DVCPro HD
        EVS XT[2] (super SloMo) 
        Sony DVW A500 
        Sony Betacam SX/SP/XDCAM 
·  5 DVD recorders

GLUE WARE : Axon Synapse

·  HD up en down converters 
·  SD/HD frame stores 
·  SD/HD audio-embedders
·  A/D converters 
·  SD/HD color correctors
·  Quadsplits bij Axon
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technical data

ADDITIONAL EQIUPMENT

·  HD/SD scanconvertors 
·  DEKO 3000/2000/FX 
·  EVS IP director/ X-file
·  Kayak 100 panel for screen cutting or second production desk
·  HD/SD rattler and POV-fiberlink

MONITORS
 
·  Production front:  32x Penta HD2 Line pro PDP 17W IPS 
       7x Penta HD2 Line pro PDP 24W 
·  production rear:   5x Sony TFT LMD-172 
·  VTR front:    5x Penta HD2 Line pro PDP 17W IPS 
·  VTR rear:    3x Sony TFT LMD-172 
·  Audio:    3x Sony TFT LMD-172 
·  Vision:   4x Barco  RHDM 17W
        8x Penta HD2 Line pro PDP 17W

AUDIO MIXER
 
·  Lawo MC²66 
·  inputs/outputs :  96 mic/line inputs 
        8 master tba 
        16 group tba 
        48 multitrack returns 
·  extra:    24x glassfibre ch. to stagebox 

5.1 CAPABILITIES
 
·  5.1 and 7.1 metering and surround monitor module RTW

EFFECTS

·  Lexicon 960 
·  Lexicon 480 
·  2 x Waves Maxx 
·  2 x Neve compressor 
·  2 x Avalon compressors 

OUTBOARD
 
·  Tascam CD rec/player 
·  Tascam CD player 
·  Sony Mini-Disk 
·  Spot-On 5.1 instart system 

SPEAKERS

·  7.1 monitors Adam SA3 in audio control room 
·  5.1 monitor Genelec 1029 in production room 

AUDIO MATRIX
 
·  Lawo 340x340 
·  TC:     Lawo 32x32 

MICROPHONES
 
·  wide range of microphones for all OBVANS 
·  wired:    Sennheiser, DPA, Neumann, Shure 
·  wireless:    Sennheiser EM-1046 / EM-3000 

MULTITRACK RECORDING
 
·  2 x Tascam MX2424AES - 24 track (removable HD) 

COMMUNICATION
 
·  intercom matrix:   Telex Chronus 64x64 
·  IFB system:    included 
·  beltpack:    10x RTS 2W beltpacks
·  number external pannels:  4x Telex KP12 panel 
·  number 4 wire interface:  4x RTS 2W/4W interface 
·  ISDN codec interface:  3x Prodys Pronto-3 
·  wireless duplex system: Telex BTR-700: 2x TX basestation 
        with 2x 4 beltpacks 
·  radio's TX/RX:  6x Motorola GM360 basestation (TX/RX) 
        6x Motorola GP340 Walkie Talkie 
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